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Friulair telah meningkatkan seri AMD-nya, memasukkannya ke dalam AMH yang iden�k dengan kinerja
berkualitas pada suhu �nggi. Ini menggabungkan pengering dan a�ercooler dalam satu unit;
keunggulannya adalah bahwa ia mencakup semua teknologi terbaru dalam desain yang ringkas tanpa
mengorbankan kinerja dalam kondisi operasi yang ekstrem.

Seri AMH dirancang sangat ramah terhadap lingkungan berkat penggunaan cairan pendingin ekologis
dan pilihan bahan manufaktur yang dapat didaur ulang.

Air Dryer dengan seri  AMH-T menjamin standar kualitas �nggi,
sesuai dengan ISO 8573 1, bahkan kenyataannya  Air Dryer
ini menempa�  Kelas 5 untuk kelembaban sisa.

Model

[I/min] 3[m /h] [scfm] IN-OUT [o] [Ph/V/Fr] A B C [kg]

AMH 5 T
AMH 8 T

AMH 12 T
AMH 18 T
AMH 25 T
AMH 32 T
AMH 45 T
AMH 62 T
AMH 72 T
AMH 75 T

500
800

1.200
1.800
2.500
3.200
4.500
6.200
7.200
7.500

30
48
72

108
150
192
270
372
432
450

18
28
42
64
88

113
159
219
254
365

G 1/2" BSP-F
G 1/2" BSP-F
G 1/2" BSP-F
G 1/2" BSP-F
G 1" BSP-F

G 1.1/4" BSP-F
G 1.1/4" BSP-F
G 1.1/2" BSP-F
G 1.1/2" BSP-F
G 1.1/2" BSP-F

1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50

426
426
426
426
444
444
469
526
526
602

416
416
416
416
440
440
511
511
511
583

650
650
650
650
900
900
900

1.059
1.059
1.287

33
33
34
37
45
49
61
83
93
91

On request AMH-T serier with 60HZ power supply / Berdasarkan permintaan, seri AMH-T dengan catu daya 60Hz.

Flow-Rate Connec�ons Power Supply Dimensions [mm] Weight
(Berat)

Fitur Teknik

Dryers

49/5 , 49/7 , Moo 5 , Tungsukhla , Sriracha
Chonburi 20230
Thailand 
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CORRECTION FACTOR FOR OPERATING PRESSURE CHANGES / FAKTOR KOREKSI UNTUK PERUBAHAN TEKANAN OPERASI.

Inlet air pressure / Tekanan Udara Masuk

Factor / Faktor

barg 4 5 6 7 8 10 12 14

0.77 0.86 0.93 1.00 1.05. 1.14 1.21 1.27

CORRECTION FACTOR FOR AMBIENT TEMPERATURE CHANGES / FAKTOR KOREKSI UNTUK PERUBAHAN TEMPERATUR AMBIEN.

CORRECTION FACTOR FOR INLET AIR TEMPERATURE CHANGES / FAKTOR KOREKSI UNTUK PERUBAHAN SUHU UDARA INLET.

CORRECTION FACTOR FOR DEW POINT CHANGES / FAKTOR KOREKSI UNTUK PERUBAHAN DEW POINT.

Ambient temperature / Suhu Sekitar

Factor / Faktor

Inlet air temperature / Suhu Udara Masuk

Factor / Faktor

oC

oC

<  32 35 38 40 45

1.05 1.00 0.95 0.91 0.83

1.00 1.05 1.27

<  70 80 90

1.11 1.00 0.89 

1.27

Catatan: Friulair berhak untuk melakukan perubahan teknis tanpa pemberitahuan, kesalahan, dan kelalaian sebelumnya.

Dew Point / Ti�k Embun

Factor / Faktor

5 

0.86 

oC 7 10 
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Informasi lebih lanjut hubungi :

PT. HASTA PRAKARSA CIPTA
nd2  Floor Hasta Building

Jl. Jatisari No.111 Pasar Rebo
Jakarta 13710
Call / WA : 0812-9336-8044
Phone : +6221 2982 3777
Email  : airdryer@hastaprakarsa.co.id

(Laju aliran) (Koneksi) (Sumber Daya listrik) (Ukuran)
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Friulair has enhanced its AMD series, evolving it into AMH synonymous with
qualityIperformance at high temperature. It incorporates a drier and
a�ercooler in a single unit; its strongpoint is that it includes all the latest
technologies in a compact design without sacrificing performance in extreme
opera�ng condi�ons.

The AMH series was designed in the utmost respect for the environment thanks
to the use of ecological refrigerant fruids and the choice of recyclable
manufacturing materials.

Compressed air treated with AMH-T dryer series guarantees
high quality standards, conforming to ISO 8573,1, in fact they
respect Class 5 for residual humidity.

temperature of 35 C, inlet air temperature of 80 C, inlet air pressure 7barg - pressure Dew Point of 7 C. Max.
working condi�on: Ambient temperature 45  C, inlet air temperature 90 C and inlet air pressure 14barg (16barg
for AMH -T 5-18).

Data refers to the following nominal condi�ons: Ambient

Model

[I/min] 3[m /h] [scfm] IN-OUT [o] [Ph/V/Fr] A B C [kg]

AMH 5 T
AMH 8 T

AMH 12 T
AMH 18 T
AMH 25 T
AMH 32 T
AMH 45 T
AMH 62 T
AMH 72 T
AMH 75 T

500
800

1.200
1.800
2.500
3.200
4.500
6.200
7.200
7.500

30
48
72

108
150
192
270
372
432
450

18
28
42
64
88

113
159
219
254
365

G 1/2" BSP-F
G 1/2" BSP-F
G 1/2" BSP-F
G 1/2" BSP-F
G 1" BSP-F

G 1.1/4" BSP-F
G 1.1/4" BSP-F
G 1.1/2" BSP-F
G 1.1/2" BSP-F
G 1.1/2" BSP-F

1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50
1/230/50

426
426
426
426
444
444
469
526
526
602

416
416
416
416
440
440
511
511
511
583

650
650
650
650
900
900
900

1.059
1.059
1.287

33
33
34
37
45
49
61
83
93
91

On request AMH-T serier with 60HZ power supply.

Flow-Rate Connec�ons Power Supply Dimensions [mm] Weight
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CORRECTION FACTOR FOR OPERATING PRESSURE CHANGES :

Inlet air pressure

Factor

barg 4 5 6 7 8 10 12 14

0.77 0.86 0.93 1.00 1.05. 1.14 1.21 1.27

CORRECTION FACTOR FOR AMBIENT TEMPERATURE CHANGES :

CORRECTION FACTOR FOR INLET AIR TEMPERATURE CHANGES :

CORRECTION FACTOR FOR DEW POINT CHANGES :

Ambient temperature

Factor

Inlet air temperature

Factor

oC

oC

<  32 35 38 40 45

1.05 1.00 0.95 0.91 0.83

1.00 1.05 1.27

<  70 80 90

1.11 1.00 0.89 

1.27

“Friulair reserves the right to make technical changes without prior no�ce errors and amissions exrepted”

Dew Point

Factor

5 

0.86 

oC 7 10 
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More Information please Contact us :

PT. HASTA PRAKARSA CIPTA
nd2  Floor Hasta Building

Jl. Jatisari No.111 Pasar Rebo
Jakarta 13710
Call / WA : 0812-9336-8044
Phone : +6221 2982 3777
Email  : airdryer@hastaprakarsa.co.id
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